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IP Addressirig-ttiforial explaining how subnet masks work, the variable length ... The 
addres§,.£55.255.255.255 is used as broadcast addresses and 0.0.0.0 as a ... 

.haden.eo:w1padd.him ■■ 33k ■■ Cached - S^laroagas 

Vhich IP-address did we get " 

If the IP-address and Subnet Mask are listed with "0.0.0.0", then there is NO IP -address 
assigned (no DHCP-server on the network and/or the ... 
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Subnetwork w edia 

Class, Leading bits, Start, End, Default Subnet Mask in dotted decimal. A (CIDR /8), 0, 
v 0.0.0.0, 127.255.255.255, 255.0.0.0. B (CIDR /16), 10, 128.0.0.0 ... 



Ostfo^lP subnetnnq 101 • Learn more about ail 1 s and all 0s subnet ... 
If a PC is^aving trouble getting an IP address from a DHCP server, it will sometimes have 
an IP addresjftjWLO.O.O and a subnet mask of 0.0.0.0. ... 
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CIDR SUBNET MASK CHEATSHEET ICMP TYPE CODES again.net/cidr. ... /1 0.0.0.0 

00000000.00000000.00000000.00000000 /0 IP space Net Host Total Net Addr Addr Addr .. 
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"omrny limited understanding of subnet masks, I believe the subnet mask should be set 
in such ... you would have to set a subnet mask of 0.0.0.0 on box 1 . ... 
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192.168.1.1/255.255.255.0 Management IP address/subnet mask.. 
Ethernet routes defined none Virtual Ethernet routes ... 
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Win98/XP networking proble m [Archive] - Practically Networke d Forums 

0.0.0.0 Subnet Mask . . : 0.0.0.0 Default Gateway DHCP Server 

255.255.255.255 Primary WINS Server 
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Route 

The subnet mask can be the appropriate subnet mask for an IP network address, 
255.255.255.255 for a host route, or 0.0.0.0 for the default route. ... 




ccna.ExamPointers.com - Online IP Subnet Mask Calculator 

/0 0.0.0.0/1 128.0.0.0/2 192.0.0.0/3 224.0.0.0/4 240.0.0.0/5 248.0.0.0/6 ... So the 
subnet mask will be 255.255.255.248. If we use the last octet 248. ... 
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Web Books Results 1 - 1 0 of about 1 34,000 for subnet mask , broadcast address . (0.28 seconds) 

c ss'.r ; e lasl- dcard mask 
A Broadcast Address for a subnet is when all 1's are used in the host portion of the IP 
address. For example, for the IP address 10.17.20.4 and a mask of^. 

Broadcast address - Wikipedia, the free encyclopedia 
Generally, the broadcast address is found by taking the bit complement of the subnet 
mask and then OR-ing it bitwise with the IP address. ... 
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The subnet mask or CIDR suffix address is used in conjunction with the .. 
^ ID and broadcast address respectively, leaving 62 addresses. ... 
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Network Caj.cuj ato rs 

Subnet Mask Calculator. Enter the TCPIP Network Address: ... Subnets:. Nodes/ Hosts 
per Network (including network and broadcast addresses)***: ... 
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xkcd • ; .View topic - DCHP not 

Firstly what to you mean by broadcast address. The address known as the subnet mask 
would looh like 255.255.255.0 assuming a 32bit network ... 

On IP Subnetting and Subnet Masks 

The network base address and subnet mask determines what portion of the 32-bit ... The 
last one, 207.199.153.224, is the broadcast address for the subnet. ... 
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Online IP Subnet Calculator 

Results of the subnet calculation provide the hexadecimal IP address, the wildcard mask, 
for use with ACL (Access Control Lists), subnet ID, broadcast ... 
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The ..Protocols: W, Richard Stevens, ^ Goo 

by w Faeaaai >a - \ R Wraau - - , - 5/C pages 

Classification of an IP address as a sub net -directed broadcast address requires 

knowledge of the subnet mask. For example, if a router receives a datagram ... 
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The broadcast address of any IP address can be calculated by taking the bit compliment " 
of the subnet mask, sometimes referred to as the reverse mask, ... 



More Restrictive Subnet Masks 

Similarly, you can calculate the Broadcast Address for a subnet by performing the same 
logical AND between the IP address and the subnet mask, then setting ... 
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